PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUM NS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 360 475 660 760 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GEO4-360-03 3 208 440 129 10 1.05
GEO4-360-04 4 269 57 172 ' 14 140
GEO4-360-05 5 330 734 25 17 s
GEO4-360-06 6 391 880 258 21 210
GEO4-360-07 7 452 1027 301 24 245
GEO4-360-08 8 512 1174 344 28 2.80
GEO4-360-09 9 573 1320 387 31 315
GEO4-360-10 10 634 1467 430 34 3.50
GEO4-360-11 1 695 1614 473 38 385
GEO4-360-12 12 756 1761 516 a4 420
GEO4-360-13 13 816 1907 559 45 455
GEO4-360-14 14 877 2054 602 48 490
GEO4-360-15 15 938 2201 645 52 . 5 ) .
GEO4-360-16 16 999 2347 688 55 560
GEO4-360-17 17 1060 2404 73 59 595
GEO4-360-18 18 1120 2641 74 62 630
GEO4-360-19 19 1181 2788 87 65 665
GEO4-360-20 20 1242 2934 860 69 7.00
GEO4-360-21 21 1303 3081 903 72 735
GEO4-360-22 22 1364 3228 946 76 7.70
GEO4-360-23 23 1424 3374 989 79 8.05 [
GEO4-360-24 24 1485 3521 1032 83 840 |
GEO4-360-25 25 1546 3668 1075 86 875
GEO4-360-26 26 1607 3815 1118 89 910 ;
GEO4-360-27 27 1668 3061 1161 93 945 SR
GEO4-360-28 28 1728 408 1204 96 980 ol
GEO4-360-29 29 1789 55 47 100 1085
GEO4-360-30 30 1850 4401 1290 103 1050
GEO4-360-31 31 1911 4548 1333 107 1085 )
GEO4-360-32 32 1972 4695 1376 110 11.20
GEO4-360-33 33 2032 4842 1419 14 1155
GEO4-360-34 34 2093 4988 1462 17 11.90
GEO4-360-35 35 2154 5135 1505 120 1225
GEO4-360-36 36 2215 5282 1548 124 12,60
GEO4-360-37 37 2276 5428 1591 127 1295
GEO4-360-38 38 2336 55755 1634 31 1330
GEO4-360-39 39 2397 5722 1677 134 1365 Paladin Radiators, Langrick Road,
GEO4-360-40 40 2458 5869 720 138 1400 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUM NS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 360 475 660 760 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GEO4-475-03 3 208 665 195 13 153
GEO4-475-04 4 269 887 260 17 204
GEO4-475-05 5 330 109 35 21 255
GEO4-475-06 6 301 1331 390 25 306
GEO4-475-07 7 452 1552 455 29 357
GEO4-475-08 8 512 1774 520 34 408
GEO4-475-09 9 573 1996 585 38 459
GEO4-475-10 10 634 2218 650 42 510
GEO4-475-11 1 695 2440 715 46 561
GEO4-475-12 12 756 2661 780 50 612
GEO4-475-13 13 816 2883 845 55 6.63
GEO4-475-14 14 877 3105 910 59 7.14
GEO4-475-15 15 938 3327 o715 63 765 ) )
GEO4-475-16 16 999 3548 1040 67 816
GEO4-475-17 17 1060 770 1105 71 . 8e7
GEO4-475-18 18 1120 3992 uo 75 018
GEO4-475-19 19 1181 4214 35 80 969
GEO4-475-20 20 1242 4436 1300 84 10.20 S S
GEO4-475-21 21 1303 4657 1365 88 1071
GEO4-475-22 22 1364 4879 1430 92 1122
GEO4-475-23 23 1424 5101 1495 % 1173
GEO4-475-24 24 1485 5323 1560 101 1224
GEO4-475-25 25 1546 5545 1625 105 1275 il
GEO4-475-26 26 1607 5766 1690 109 1326 \ |
GEO4-475-27 27 1668 so88 1755 13 1377 B B
GEO4-475-28 28 1728 6210 1820 17 1428
GEO4-475-29 29 1789 6432 1885 122 1479
GEO4-475-30 30 1850 6655 1950 126 1530
GEO4-475-31 31 1911 6875 2015 130 1581 )
GEO4-475-32 32 1972 7097 2080 134 16.32
GEO4-475-33 33 2032 7319 2145 138 16.83
GEO4-475-34 34 2093 7541 2210 143 17.34
GEO4-475-35 35 2154 7762 2275 147 17.85
GEO4-475-36 36 2215 7984 2340 151 18.36
GEO4-475-37 37 2276 8206 2405 155 18.87
GEO4-475-38 38 2336 g428 2470 159 1938
GEO4-475-39 39 2397 8649 2535 163 19.89 Paladin Radiators, Langrick Road,
GEO4-475-40 40 2458 8871 2600 168 2040 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUM NS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 360 475 660 760 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GEO4-660-03 3 208 952 279 17 255
GEO4-660-04 4 269 e 2 22 340
GEO4-660-05 5 330 1587 465 28 a2
GEO4-660-06 6 301 1904 558 33 510
GEO4-660-07 7 452 22 est 39 595
GEO4-660-08 8 512 2539 744 44 6.80
GEO4-660-09 9 573 2856 837 50 765
GEO4-660-10 10 634 3173 930 56 8.50
GEO4-660-11 1 695 3490 1023 61 935
GEO4-660-12 12 756 3808 1116 67 10.20
GEO4-660-13 13 816 4125 1209 72 11.05
GEO4-660-14 14 877 4442 1302 78 1190
GEO4-660-15 15 938 4760 1395 83 s ) )
GEO4-660-16 16 999 5077 1488 89 1360
GEO4-660-17 17 1060 5394 1581 94 1445
GEO4-660-18 18 1120 572 1674 100 1530 -
GEO4-660-19 19 1181 6020 1767 106 1615 '
GEO4-660-20 20 1242 6346 1860 11 17.00 i
GEO4-660-21 21 1303 6664 1953 17 17.85
GEO4-660-22 22 1364 6981 2046 122 1870
GEO4-660-23 23 1424 7298 2139 128 19.55
GEO4-660-24 24 1485 7616 2232 133 2040
GEO4-660-25 25 1546 7933 235 139 225 i |
GEO4-660-26 26 1607 8250 2418 144 2210 |I[1
GEO4-660-27 27 1668 8568 2511 150 2295
e == —— e e e 11— | | N
GEO4-660-29 29 1789 9202 2697 161 2465
GEO4-660-30 30 1850 9519 2790 167 2550
GEO4-660-31 31 1911 9837 2883 172 2635 L
GEO4-660-32 32 1972 10154 2976 178 2720
GEO4-660-33 33 2032 10471 3069 183 28.05
GEO4-660-34 34 2093 10789 3162 189 28.90
GEO4-660-35 35 2154 11106 3255 194 29.75
GEO4-660-36 36 2215 11423 3348 200 3060
GEO4-660-37 37 2276 w4 344 205 3145
GEO4-660-38 38 2336 12058 33 211 3230
GEO4-660-39 39 2397 0375 327 27 3345 Paladin Radiators, Langrick Road,
GEO4-660-40 40 2458 12603 320 222 3400 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUMNS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 360 475 660 760 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GEO4-760-03 3 208 1105 324 19 255
GEO4-760-04 4 269 1474 4 25 340
GEO4-760-05 5 330 1842 540 31 a2
GEO4-760-06 6 301 211 e48 37 510
GEO4-760-07 7 452 579 756 44 595
GEO4-760-08 8 512 2948 864 50 6.80
GEO4-760-09 9 573 3316 972 56 765
GEO4-760-10 10 634 3685 1080 62 8.50
GEO4-760-11 1 695 4053 1188 68 935
GEO4-760-12 12 756 4422 1296 75 10.20
GEO4-760-13 13 816 4790 1404 81 11.05
GEO4-760-14 14 877 5159 1512 87 1190
GEO4-760-15 15 938 5527 1620 93 s .
GEO4-760-16 16 999 5896 1728 100 1360
GEO4-760-17 17 1060 6264 1836 106 1445
GEO4-760-18 18 1120 6633 1944 112 1530 o M)
GEO4-760-19 19 1181 7000 2052 18 1615 il
GEO4-760-20 20 1242 7370 2160 124 17.00 ‘
GEO4-760-21 21 1303 7738 2268 131 17.85 AL
GEO4-760-22 22 1364 8107 2376 137 1870 ] w
GEO4-760-23 23 1424 8475 2484 143 1955
GEO4-760-24 24 1485 8844 2592 149 2040 (
GEO4-760-25 25 1546 9212 2700 156 2125
GEO4-760-26 26 1607 o581 2808 162 2210 v
GEO4-760-27 27 1668 9949 2016 168 2295
GEO4-760-28 28 1728 10318 3024 174 2380
GEO4-760-29 29 1789 10686 3132 180 2465
GEO4-760-30 30 1850 11055 3240 187 2550
GEO4-760-31 31 1911 1423 3348 193 2635 L
GEO4-760-32 32 1972 11792 3456 199 27.20
GEO4-760-33 33 2032 12160 3564 205 28.05
GEO4-760-34 34 2093 12529 3672 211 2890
GEO4-760-35 35 2154 12897 3780 218 29.75
GEO4-760-36 36 2215 13266 3888 224 3060
GEO4-760-37 37 2276 13634 3996 230 3145
GEO4-760-38 38 2336 14003 4104 236 3230
GEO4-760-39 39 2397 14371 412 243 3315 Paladin Radiators, Langrick Road,
GEO4-760-40 40 2458 14740 4320 249 3400 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUM NS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 360 475 660 760 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GEO4-960-03 3 208 1423 417 24 330
GEO4-960-04 4 269 1897 556 31 440
GEO4-960-05 5 330 271 695 39 550
GEO4-960-06 6 301 2846 834 47 660
GEO4-960-07 7 452 3320 973 55 770
GEO4-960-08 8 512 3794 112 63 8.80
GEO4-960-09 9 573 4268 1251 71 9.90
GEO4-960-10 10 634 4743 1390 79 11.00
GEO4-960-11 1 695 5217 1529 86 12.10
GEO4-960-12 12 756 5691 1668 94 13.20
GEO4-960-13 13 816 6165 1807 102 1430
GEO4-960-14 14 877 6640 1946 110 1540
GEO4-960-15 15 938 7114 2085 18 1650 ) )
GEO4-960-16 16 999 7588 | 224 126 1760
GEO4-960-17 17 1060 8063 233 133 1870 :
GEO4-960-18 18 1120 8537 2502 141 1980 ® ‘ Il
GEO4-960-19 19 1181 o011 2641 149 2090 |
GEO4-960-20 20 1242 9485 2780 157 22.00
GEO4-960-21 21 1303 9960 2919 165 2310 )
GEO4-960-22 22 1364 10434 3058 173 24.20
GEO4-960-23 23 1424 10908 3197 181 2530
GEO4-960-24 24 1485 11382 3336 188 2640 :
GEO4-960-25 25 1546 11857 3475 196 2750 ‘
GEO4-960-26 26 1607 033 3614 204 2860 |
GEO4-960-27 27 1668 12805 3753 212 2970 j Wl
GEO4-960-28 28 1728 13280 %2 | 20 @ 3080 | N Mo L]
GEO4-960-29 29 1789 13754 4031 228 3190 5
GEO4-960-30 30 1850 14228 470 236 3300
GEO4-960-31 31 1911 14702 4309 243 3410
GEO4-960-32 32 1972 15177 4448 251 3520
GEO4-960-33 33 2032 15651 4587 259 36.30
GEO4-960-34 34 2093 16125 4726 267 3740
GEO4-960-35 35 2154 16599 4865 275 3850
GEO4-960-36 36 2215 17074 5004 283 39.60
GEO4-960-37 37 2276 17548 5143 290 40.70
GEO4-960-38 38 2336 18022 s282 208 4180
GEO4-960-39 39 2397 18496 5421 306 4290 Paladin Radiators, Langrick Road,
GEO4-960-40 40 2458 18974 5560 314 4400 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



