PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUM NS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 485 660 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)

GEO6-485-03 3 208 972 285 25 360
GEO6-485-04 4 269 097 380 33 480
GEO6-485-05 5 330 621 415 42 600
GEO6-485-06 6 301 1945 500 50 720
GEO6-485-07 7 452 269 665 58 840
GEO6-485-08 8 512 2593 760 67 9.60
GEO6-485-09 9 573 2017 855 75 10.80
GEO6-485-10 10 634 3241 950 84 12.00
GEO6-485-11 1 695 3566 1045 92 13.20
GEO6-485-12 12 756 3890 1140 100 1440
GEO6-485-13 13 816 4214 1235 109 15.60
GEO6-485-14 14 877 4538 1330 17 16.80
GEO6-485-15 15 938 4862 425 125 1800 ) )
GEO6-485-16 16 999 5186 1520 134 1920
GEO6-485-17 17 1060 5510 1615 142 2040
GEO6-485-18 18 1120 5835 710 150 2160
GEO6-485-19 19 1181 6159 1805 159 2280
GEO6-485-20 20 1242 6483 1900 167 24.00
GEO6-485-21 21 1303 6807 1995 175 2520
GEO6-485-22 22 1364 7131 2090 184 2640
GEO6-485-23 23 1424 7455 2185 192 27.60
GEO6-485-24 24 1485 7779 2280 200 28.80
GEO6-485-25 25 1546 8104 2375 209 30.00
GEO6-485-26 26 1607 g428 2470 27 320
GEO6-485-27 27 1668 §752 2565 25 3240
GEO6-485-28 28 1728 %076 2660 234 3360
GEO6-485-29 29 1789 9400 2755 242 3480
GEO6-485-30 30 1850 o724 2850 251 3600
GEO6-485-31 31 1911 10048 2945 259 3720 )
GEO6-485-32 32 1972 10372 3040 267 3840
GEO6-485-33 33 2032 10697 3135 276 39.60
GEO6-485-34 34 2093 11021 3230 284 40.80
GEO6-485-35 35 2154 11345 3325 292 42.00
GEO6-485-36 36 2215 11669 3420 301 4320
GEO6-485-37 37 2276 11993 3515 309 44.40
GEO6-485-38 38 2336 12317 3610 37 4560
GEO6-485-39 39 2397 12641 3705 326 4680 Paladin Radiators, Langrick Road,
GEO6-485-40 40 2458 12966 3800 334 4800 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUMNS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 485 660 960
OUTPUT
- WEIGHT WIRTER
CODE SECTIONS LENGTH 25 65 /20 . (KG) CONTENT
BTUs WATTS (LTRs)
GE06-660-03 3 208 1361 399 29 420
GE06-660-04 4 269 1815 532 ' 38 560
GE06-660-05 5 330 269 | 665 48 700
GE06-660-06 6 391 2723 798 ' 58 840
GE06-660-07 7 452 77 931 ' 67 980
GE06-660-08 8 512 3630 1064 77 1120
GE06-660-09 9 573 4084 1197 86 12.60
GEO6-660-10 10 634 4538 1330 96 14.00
GEO6-660-11 1 695 4992 1463 105 1540
GEO6-660-12 12 756 5446 1596 115 16.80
GEO6-660-13 13 816 5899 1729 125 18.20
GEO6-660-14 14 877 6353 1862 134 1960
GEO6-660-15 15 938 6807 1995 144 2100 B .
GEO6-660-16 16 999 7261 28 153 2040
GEO6-660-17 17 1060 7715 261 163 2380
GEO6-660-18 18 1120 gle8 2394 173 2520
GEO6-660-19 19 1181 8622 | o257 182 . 2660
GEO6-660-20 20 1242 9076 2660 192 28.00 ORI el
GEO6-660-21 21 1303 9530 2793 201 29.40
GE06-660-22 22 1364 9984 2926 211 30.80
GE06-660-23 23 1424 10437 3059 221 32.20
GE06-660-24 24 1485 10891 3192 230 33.60
GE06-660-25 25 1546 11345 3325 240 35.00 | {4 111 JIF
GE06-660-26 26 1607 1799 3458 249 3640 ' {1 1]
GEO6-660-27 27 1668 0252 o1 259 3780 1
GEO6-660-28 28 1728 12706 324 269 3920
GE06-660-29 29 1789 13160 3857 278 4060
GEO6-660-30 30 1850 13614 3990 288 4200
GEO6-660-31 31 1911 14068 4123 207 4340 L
GE06-660-32 32 1972 14521 4256 307 44.80
GE06-660-33 33 2032 14975 4389 316 46.20
GE06-660-34 34 2093 15429 4522 326 4760
GEO6-660-35 35 2154 15883 4655 336 49.00
GE06-660-36 36 2215 16337 4788 345 50.40
GEO6-660-37 37 2276 16790 4921 355 51.80
GE0O6-660-38 38 2336 17244 5054 364 5320
GEO6-660-39 39 2397 17698 5187 374 5460 Paladin Radiators, Langrick Road,
GEO6-660-40 40 2458 18152 5%0 384 5600 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



PALADIN

CAST IRON RADIATORS

Neo Georgian

“Simplicity is the ultimate sophistication”, Leonardo Da Vinci”. The stylish but
straightforward Neo Georgian column cast iron radiator echoes back to the era of the
early 1900s. The classic clean lines of this elegant design mean that it is well suited
for either the modern or period home setting. With options of 2, 4 and even 6 column
depths, the heat output per section is substantial. With its clean and elegant design,
The Neo Georgian column cast iron radiator is a popular choice for homes that were
built during the Arts and Crafts era, which influenced Britain until the 1930s.

COLUMNS H ElGHT (Please select your required height to view heat output and specifications)
2 4 6 485 660 960
OUTPUT
- WEIGHT WATER
CODE SECTIONS LENGTH 75, 65 /20 . (KG) CONTENT

BTUs WATTS (LTRs)
GEO6-960-03 3 208 2016 501 37 480
GEO6-960-04 4 269 2689 788 49 640
GEO6-960-05 5 330 3361 985 61 800
GEO6-960-06 6 301 4033 182 74 960
GEO6-960-07 7 452 4705 1379 86 120
GEO6-960-08 8 512 5377 1576 98 12.80
GEO6-960-09 9 573 6049 1773 11 1440
GEO6-960-10 10 634 6722 1970 123 16.00
GEO6-960-11 1 695 7394 2167 135 17.60
GEO6-960-12 12 756 8066 2364 147 19.20
GEO6-960-13 13 816 8738 2561 160 20.80
GEO6-960-14 14 877 0410 2758 172 240
GEO6-960-15 15 938 10082 2955 184 2400 ) )
GEO6-960-16 16 999 10755 352 196 2560
GEO6-960-17 17 1060 11427 3349 209 2720
GEO6-960-18 18 1120 12099 3346 221 2880
GEO6-960-19 19 1181 L7771 3743 233 3040
GE06-960-20 20 1242 13443 3940 246 32.00 7 YO 011110
GEO6-960-21 21 1303 14115 4137 258 33.60 Wil
GEO6-960-22 22 1364 14788 4334 270 3520
GEO6-960-23 23 1424 15460 4531 282 36.80
GEO6-960-24 24 1485 16132 4728 295 3840
GEO6-960-25 25 1546 16804 4925 307 40.00 10 118 FIF 0O AL
GEO6-960-26 26 1607 17476 | 5122 39 4160 : f (L 1]
CEO6.560.27 ) Lees e e S R s /S N A
GEO6-960-28 28 1728 18821 5516 344 4480 :
GEO6-960-29 29 1789 19493 5713 356 4640
GEO6-960-30 30 1850 20165 5910 368 4800
GEO6-960-31 31 1911 20837 6107 381 4960
GEO6-960-32 32 1972 21509 6304 393 5120
GEO6-960-33 33 2032 22181 6501 405 52.80
GEO6-960-34 34 2093 22854 6698 418 54.40
GEO6-960-35 35 2154 23526 6895 430 56.00
GEO6-960-36 36 2215 24198 7092 442 57.60
GEO6-960-37 37 2276 24870 7289 454 59.20
GEO6-960-38 38 2336 25542 7486 467 6080
GEO6-960-39 39 2397 26214 7683 479 6240 Paladin Radiators, Langrick Road,
GEO6-960-40 40 2458 26887 7880 491 6400 New York, Lincolnshire LN4 4XH

Maximum test pressure = 7.8 bar | Maximum working pressure = 6.0 bar @ @ @ @

Lengths quoted are given in good faith. However, due to the nature of the manufacturing process tolerances can and should
be expected. Quoted dimensions should therefore only be used as a guideline. Longer lengths are available on request. 09/2018



