28 - PREMIER RANGE
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« Vertical columns (each one with six sections)
TUBULAR RADIATORS » High-quality white powder coat finish (RAL 9016)
« Built to last: 1.5mm thick mild steel for guaranteed quality
If you are trying to create a period look, a column radiator * Tested to BS EN 442 Standards
will add the finishing touch. These mild-steel bars provide  +1S09001:2008 Registered Manufactured
ample space to radiate warmth into any room, delivering « CE Marked
flexible heating. « 5 Year Warranty

FINISH OPTIONS

White
Model shown C6050716 W

CER- o

MATERIAL FINISH WORKING PRESSURE ~ WORKING TEMP. CLOSED SYSTEM MOUNTING POS.  WARRANTY

PRODUCT DIMENSIONS PIPE WALL TO PIPE WALL TO WATER GROSS FUEL PIPES OR HEAT QUTPUT
NAME CENTRES CENTRE FACE CONTENT WEIGHT OPTIONS SECTIONS AT AT 50
Height Length Depth mm mm mm It kg E/H/D BTU Watts
mm mm mm
C6030919 300 864 220 954 140 250 217 375 H 19 4283 1254
C603125 300 n30 220 1220 140 250 285 485 H 25 5636 1650
C6031632 300 1440 220 1530 140 250 36.5 61.4 H 32 7214 212
C6031636 300 1817 220 1707 140 250 4.0 687 H 36 8115 2376
C6050409 500 421 220 sn 140 250 145 276 H 9 33551 981
C6050613 500 598 220 688 140 250 210 39.9 H 1B 4840 417
CB050716 500 731 220 821 140 250 258 491 H 6 5957 1744
C6050919 500 864 220 954 140 250 30.6 58.3 H 18 7074 207
C6051225 500 n3o 220 1220 140 250 403 76.8 H 25 9308 2725
C6051636 500 1617 220 1707 140 250 574 no.s H 36 13403 3924
C6060409 600 421 220 =1l 140 250 17.4 352 H 9 3996 n7o
C6060613 600 598 220 688 140 250 252 479 H 13 5772 1690
C6060716 600 731 220 821 140 250 310 58.9 H 6 7104 2080
C6060919 600 864 220 954 140 250 36.8 70.0 H 19 8437 2470
C6060922 600 287 220 954 140 250 48.4 81.0 H 22 9769 2860
C6061225 600 n3o 220 1220 140 250 68.9 921 H 25 mo1 3250
C6061632 600 1440 220 1707 140 250 882 132.6 H 32 14209 4160
C6FT 202 227 30 E = = - 18 - a - -

See Page 84 For Colours & Finishes

Column Feet For 6 Column
Radiators

CeFT

Blade Cross Angle Manual Rad.
Valve + L/S set

BCH850

RECOMMENDED ACCESSORIES - L |
See Page 87 For More Valves & Accessories
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