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TUBULAR RADIATORS

Our four-column radiators mean business and
refuse to be ignored, the perfect complement for a
traditional interior. Available in any RAL colour.

FEATURES

« Vertical columns (each one with four sections)

* High-quality white powder coat finish (RAL 9016)

* Built to last: 1.5mm thick mild steel for guaranteed quality
» Tested to BS EN 442 Standards

* |ISO9001:2008 Registered Manufactured

» CE Marked

* 5 Year Warranty

FINISH OPTIONS

White
AVAILABLE IN Model shown C4060919W
] o) )
MATERIAL FINISH WORKING PRESSURE
PRODUCT DIMENSIONS PIPE WALL TO PIPE WALL TO WATER GROSS
NAME CENTRES CENTRE FACE CONTENT WEIGHT
Height Length Depth mm mm mm t kg
mm mm mm
C4030919 300 864 140 954 100 170 14.4 261
C4031125 300 n3o 140 1220 100 170 19.0 338
C4031432 300 1440 140 1530 100 170 243 428
C4040613 400 598 140 688 100 170 n.9 232
C4040716 400 731 140 821 100 170 14.6 282
C4040919 400 864 140 954 100 170 17.4 332
C4040922 400 957 140 1087 100 170 201 384
C4041125 400 n3o 140 1220 100 170 229 431
C4041432 400 1440 140 1530 100 170 293 547
C4050613 500 598 140 688 100 170 14.0 273
C4050716 500 731 140 821 100 170 17.2 331
C4050919 500 864 140 954 100 170 20.4 39.0
C4050922 500 997 140 1087 100 170 250 452
C405125 500 n3o 140 1220 100 170 269 50.6
C4051432 500 1440 140 1530 100 170 34.4 64.3
C4060409 600 421 140 5n 100 170 ne 234
C4060613 600 598 140 688 100 170 16.8 330
C4060716 600 731 140 821 100 170 206 40.2
C4060919 600 864 140 954 100 170 245 474
C4060922 600 297 140 1087 100 170 284 54.9
C4061125 600 n30 140 1220 100 170 32.3 617
C4061432 600 1440 140 1530 100 170 4.3 78.4
C4070409 750 421 140 sn 100 170 14.5 253
C4070613 750 598 140 688 100 170 21.0 413
C4070716 750 731 140 821 100 170 258 46.4
C4070919 750 864 140 954 100 170 306 59.3
C4070922 750 997 140 1087 100 170 355 686
c407m25 750 n3o 140 1220 100 170 403 771
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See Page 84 For Colours & Finishes | ’
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WORKING TEMP.

FUEL PIPES OR HEAT OUTPUT
OPTIONS SECTIONS AT aT 50

E/H/D BTU Watts
H 19 2855 836
H 25 3757 noo
H 32 4809 1408
H 13 2575 754
H 16 3170 928
H 19 3764 noz
H 22 4358 1276
H 25 4953 1450
H 32 6339 1856
H 13 3197 936
H 6 3935 ns2
H 19 4673 1368
H 22 5410 1584
H 25 6148 1800
H 32 7870 2304
H 9 2644 774
H 13 3819 ms
H 16 4700 1376
H 19 5581 1634
H 22 6462 1892
H 25 7344 2150
H 32 9400 2752
H 9 3289 963
H 13 4751 1391
H 6 5848 1712
H 19 6944 2033
H 22 8040 2354
H 25 9137 2675
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CLOSED SYSTEM MOUNTING POS WARRANTY

Quartz-30 Angle Manual Rad.
Valve + L/S set
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