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TUBULAR RADIATORS " ,‘_,J
The perfect choice for a busy family home or business, = i >

these radiators achieve a great heat output without
compromising on looks. For a sleek and modernistic
charm go vertical from floor to ceiling, or tuck one
effortlessly under the window.

FEATURES

« Vertical columns (each one with two sections)

* High-quality white powder coat finish (RAL 9016)

« Built to last: 1.5mm thick mild steel for guaranteed quality
» Tested to BS EN 442 Standards

* |ISO9001:2008 Registered Manufactured

* CE Marked

* 5 Year Warranty

FINISH OPTIONS
White
Model shown C2061125W ™

AVAILABLE IN

MATERIAL FINISH WORKING PRESSURE ~ WORKING TEMP. CLOSEDSYSTEM MOUNTING POS.  WARRANTY

PRODUCT DIMENSIONS PIPE WALL TO PIPE WALL TO WATER GROSS FUEL PIPES OR HEAT OUTPUT
NAME CENTRES CENTRE FACE CONTENT WEIGHT OPTIONS SECTIONS AT AT 50

Height Length Depth mm mm mm It kg E/H/D BTU Watts

mm mm mm
C2060306 600 288 69 378 58 95 38 7 H 6 902 264
C2060408 600 376 69 466 58 93 5. 10.2 H 8 1205 357
C2060409 600 421 69 5n 58 95 5.7 ns H 9 1353 396
C2060613 600 598 69 688 58 93 82 171 H 13 1954 572
C2060716 600 731 69 821 58 Sk 101 20.8 H 6 2405 704
C2060919 600 864 69 954 58 93 120 245 H 19 2855 836
C2060922 600 957 69 1087 58 95 139 284 H 22 3306 968
C2061125 600 n30 69 1220 58 93 158 320 H 25 3757 noo
C2061432 600 1440 69 1530 58 ekt 203 407 H 32 4809 1408
C2061636 600 1817 69 1707 58 93 228 457 H 36 5410 1584
C2061640 600 1794 69 1884 58 95 253 507 H 40 60m 1760
C2090408 900 376 69 466 58 93 76 8.2 H 8 1776 520
C2090510 900 465 69 555 58 95 95 19:9 H 10 2220 650
C2120408 1200 376 69 466 58 93 97 207 H 8 2377 696
C2120510 1200 465 69 555 58 95 121 312 H 10 2872 870
C2150408 1500 376 69 466 58 93 ns 257 H 8 2951 864
C2150510 1500 465 69 559 58 95 4.8 312 H 10 3689 1080
C2180204 1800 199 69 289 58 93 70 15.8 H 4 1762 516
C2180306 1800 288 69 378 58 Sk 10.5 228 H 6 2644 774
C2180408 1800 376 69 466 58 93 14.0 299 H 8 3525 1032
C2180510 1800 465 69 555 58 95 175 36.9 H 10 4543 1330
C2200408 2000 376 69 466 58 93 156 329 H 8 3907 n44
C2200510 2000 465 69 555 58 ekt 19.3 40.6 H 10 4884 1430
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Technical specifications are subject to change without prior notice. T: +44 (0)1908 271155 W: www.ultraheat.co.uk



