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TUBULAR RADIATORS

Create a warm and welcoming living space with this
ultra-modern tubular radiator. The contemporary Tian has
a sleek, svelte flat panel design, enhanced by 70mm wide
bars for ultimate heating performance.

Right: Grey
Model shown ND1804GY

Below: White
Model shown ND1505W

il

MATERIAL FINISH WORKING PRESSURE ~ WORKING TEMP. CLOSED'SYSTEM MOUNTING POS.  WARRANTY

PRODUCT DIMENSIONS PIPE WALL TO WALL TO WATER GROSS FUEL PIPES OR HEAT OUTPUT
NAME CENTRES PIPE FACE CONTENT WEIGHT OPTIONS SECTIONS AT AT 50
CENTRE
Height Length Depth mm mm mm It kg E/H/D BTU Watts
mm mm mm

ND1504 1500 313 61 50-403 68 98 n7 220 H 8 2535 760
ND1505 1500 390 61 50-480 68 98 147 275 H 10 3244 950
ND1804 1800 313 61 50-403 68 98 141 26.6 H 8 34 912
ND1805 1800 390 61 50-480 68 98 176 352 H 10 3893 n4o
ND1806 1800 467 61 S0=55(! 68 98 211 43.2 H 12 4672 1368
ND1807 1800 544 61 50-634 68 98 246 50.4 H 14 5450 1596
ND2004 2000 313 61 50-403 68 98 156 522 H 8 3456 1012
ND2005 2000 390 61 50-404 68 98 19.5 400 H 10 4320 1265
ND2006 2000 467 61 S0-557: 68 98 234 480 H 12 5184 1518
NS1505 1500 390 48 50-480 48 78 74 135 H 5 1803 528
NS1507 1500 544 48 50-634 48 78 10.3 230 H iZ: 2524 739
NS1804 1800 313 48 50-403 48 78 71 15.7 H 4 1731 507
NS1805 1800 390 48 50-480 48 78 88 19.3 H 5 2162 633
NS1806 1800 467 48 50-557. 48 78 10.6 231 H 6 2595 760
NS1807 1800 544 48 50-634 48 78 124 26.7 H 7 3029 887
NS2004 2000 313 48 50-403 48 78 75 17.4 H 4 1919 562

See Page 84 For Colours & Finishes
INTERAXIAL Swivel 50 Valve Pair
Complete with 15 Tube Connectors
& Domignon Sensor

uDS927

Cylindrical-30 Angle Manual Rad.
Valve +L/S set

CYH850C

RECOMMENDED ACCESSORIES
See Page 87 For More Valves & Accessories

Technical specifications are subject to change without prior notice. T: +44 (0)1908 271155 W: www.ultraheat.co.uk



