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ALUMINIUM RADIATORS

All'in the detail. The curved panels and attractive patterns make this aluminium
radiator irresistible to the touch and pleasing to the eye. Affordable designer
elegance at your fingertips.

Black
Crocodile Textured Finish

Opposite Image: Matt Anodised
Model shown VSGI8IOMA

MATERIAL FINISH WORKING PRESSURE ~ WORKING TEMP. CLOSED SYSTEM MOUNTING POS. WARRANTY

PRODUCT DIMENSIONS PIPE WALL TO PIPE WALL TO WATER GROSS FUEL PIPES OR HEAT QUTPUT
NAME CENTRES CENTRE FACE CONTENT WEIGHT OPTIONS SECTIONS AT AT 50

Height Length Depth mm mm mm It kg E/H/D BTU Watts

mm mm mm

VSG4an 450 545 75 635-50 60 37, 11 8.0 H T 2141 627
VSG414 450 695 75 785-50 60 97 14 101 H 14 2725 798
VSG416 450 795 75 885-50 60 97 1.6 1.6 H 16 314 912
VSG418 450 895 75 985-50 60 97 18 13.0 H 18 3504 1026
VSG420 450 985 75 1085-50 60 7 20 145 H 20 3893 n40
VSG424 450 1195 75 1285-50 60 97 24 17.2 H 24 4672 1368
VSG428 450 1395 75 1485-50 60 97 28 20.2 H 28 5450 1596
VSG432 450 1595 75 1685-50 60 97 32 23.0 H 32 6229 1824
VSG436 450 1795 75 1885-50 60 97 3.6 261 H 36 7008 2052
VSG440 450 1995 75 2085-50 60 97 4.0 289 H 40 7786 2280
VSG607 800 345 75 435-50 60 g 15 10.6 H 7 1796 526
VSG609 600 445 75 535-50 60 97 18 135 H 9 2309 676
VSG61 600 545 75 635-50 60 97 2 15.4 H n 2821 826
VSG614 600 695 75 785-50 60 97 26 19.3 H 14 3589 1051
VSG616 800 795 75 885-50 60 37, 36 261 H 14 4101 1201
VSG618 600 895 75 985-50 60 97 4.8 347 H 18 4617 1352
VSG620 600 985, Vo 1085-50 60 97 5.5 386 H 20 5129 1502
VSG624 600 nos 75 1285-50 60 97 6.3 46.2 H 24 6154 1802
VSG628 600 1395 75 1485-50 60 7 74 54.0 H 28 7178 2102
VSG632 600 1595 75 1685-50 60 97 8.4 61.7 H 32 8206 2403
VSG636 600 1795 75 1885-50 60 97 95 69.3 H 36 9231 2703
VSG640 600 1995 75 2085-50 60 97 106 771 H 40 10255 3003
VSG1506 1500 295 75 385-50 60 97 31 227 H 6 3173 929
VSG1508 1500 395 75 485-50 60 97 41 303 H 8 4228 1238
VSGI510 1500 495 75 585-50 60 97 52 378 H 10 5286 1548
VSGI512 1500 595 75 685-50 60 97 6.2 453 H 12 6345 1858
VSGI805 1800 245 75 335-50 60 97 31 227 H 5 3060 896
VSGI807 1800 345 75 435-50 60 97 4.3 317 H 7 4286 1255
VSGI809 1800 445 75 535-50 60 37, 56 408 H 9 5508 1613
VSGI810 1800 495 75 585-50 60 97 6.2 453 H 10 6120 1792
VSGI812 1800 595 Vo 685-50 60 97 75 54.4 H 12 7346 2151
VSGI814 1800 695 75 785-50 60 97 8.7 63.4 H 14 8568 2509
VSG2003 2000 145 75 235-50, 60 7 21 15.2 H 3 2015 590
VSG2007 2000 345 75 435-50 60 97 4.8 353 H 7 4702 1377
VSG2009 2000 445 75 535-50 60 97 6.2 455 H < 6048 1771
VSG2010 2000 495 75 585-50 60 97 6.9 50.5 H 10 6120 1792
VSG2012 2000 595 75 685-50 60 97 8.3 605 H 12 8063 2361
VSG2014 2000 695 75 785-50 60 97 9.7 706 H 14 9405 2754
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